ILLINQIS DEPARTMENT OF TRANSPORTATION
LUMINAIRE PERFORMANCE TABLE

1-270 Pole Mounted Lumingires

ROADWAY DATA:

LIGHT POLE DATA:

GIVEN CONDITIONS

Pavement Width

Number of Lanes

Medign Width

IES Surface Classification
Q-Zero Value

Mounting Height
Pole Set-Back from Edge of Pavement

Aiming Angle
Mast Arm

LUMINAIRE DATA: Lomp Type
Lamp Lumens
IES Vertical Distribution
IES Control Distribution
IES Lgterdl Distribution
Total Light Loss Foctor

LAYOUT DATA: Spacing
Configuration
Lumingire Overhang Over Edge
of Pavement Lane

NOTE: Variations from the above specified IES distribution
pattern may be requested and accepted of variations will
be subject to review by the Engineer based on how well
the performance requirements are met.

PERFORMANCE REQUIREMENTS

NOTE: These performance requirements shall be the minimum
geceptable stondards of photometric performance for the

luminaire, based on the given conditions ilisted above.

ILLINOIS DEPARTMENT OF TRANSPORTATION
LUMINAIRE PERFORMANCE TABLE

1-270 Canal Bridge Luminaires

ILLINOIS DEPARTMENT OF TRANSPORTATION
LUMINAIRE PERFORMANCE TABLE

[-270 Canal Navigation Lumingires

GIVEN CONDITIONS

ROADWAY DATA: Pavement Width 36 FT
Number of Lanes
Median Width
IES Surface Classification A
Q-Zero Value 0.07
LIGHT POLE DATA: Mounting Height 48.5 FT
Pole Set-Back from Edge of Pavement MEDIAN

ROADWAY DATA:

LIGHT POLE DATA:

GIVEN CONDITIONS

Pavement Width

Number of Lanes

Median Width

IES Surface Classification
Q-Zero Value

Mounting Height
Pole Set-Back from Edge of Pavement

N7A&
N/A
N/A
N/A
NZA

BELOW PARAPET
N/A

Aiming Angle 0 D%
Mast Arm 6 F
A

LUMINAIRE DATA: Lamp Type HPS
Lamp Lumens 27500
1IES Vertical Distribution M

IES Control Distribution [o

IES Laoteral Distribution 3 (11D

Total Light Loss Factor 0.7
LAYOUT DATA: Spacing 195 FT

Configuration DUAL CTR

Luminaire Overhang Over Edge
of Pavement Lane &
NOTE: Variations from the above specified IES distribution
pattern may be requested and accepted of variations will
be subject to review by the Engineer based on how well

the performance requirements are met.

PERFORMANCE REQUIREMENTS

NOTE: These performance requirements shall be the minimum
acceptable standards of photometric performance for the
luminaire, based on the given conditions listed above.

Aiming Angle N/A
LUMINAIRE DATA: Lamp Type LED

Lamp Lumens USCG CRITERIA

IES Vertical Distribution N/A

FRESNAL LENS
RED 180 DES.
GREEN 360 DEG.

IES Control Distribution
IES Lateral Distribution

Total Light Loss Factor 0.7
LAYOUT DATA: Spacing CHANNEL LIMITS
Configuration N/A
Luminaire Overhang Over Edge
of Pavement Lane N/ZA

NOTE: Variations from the above specified [ES distribution
pattern may be requested and accepted of variotions will
be subject to review by the Engineer based on how welt
the performonce requirements are met.

PERFORMANCE REQUIREMENTS

NOTE: These performance requirements shall be the minimum
acceptable standards of photometric performance for the
lumingire, based on the given conditions listed above.
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